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LSx Engine Mount 
Installation Instructions 

www.totalcostinvolved.com   -   Tech Line: 1-855-693-1259 
 

CHECK ALL PARTS INCLUDED IN THIS KIT TO THE PARTS LIST BEFORE INSTALLATION. 
IF ANY PIECES ARE MISSING, PLEASE CONTACT: TOTAL COST INVOLVED 1-855-693-1259 

 

LSx ENGINE MOUNT INSTALLATION 
Parts list: 

QTY Parts 

 

1 LS1 Adapter Bolt Kit 

2 10mm - 1.5 x 35mm Socket Cap Head 
Screw  

4 M10- 1.5 x 30mm Socket Cap Flat 
Head Screw  

6  

2 7/16 Washer Locked Plated 

4 3/8-24 x 7/8 Socket Cap Button Head 
Screw 

2 7/16-20 x 3.1/2 Bolt Grade 5 Plated 
28-34 Front Upper Shock Bolt 

4 7/16 Washer USS Plated for 34 Brake 
Pedal Assembly  

2 7/16 -20 Lock Nyloc Nut Jam Plated  

 

The installation steps are as follows: 
- Use the metric countersunk bolts to attach the brackets to the block. 
- Use the above figure for the right hand side to help guide you. The left side is a mirror image of the right. 
- Place the engine mounts over the remaining 3 holes. Follow the drawing above for proper bolt placement.  
- The engine is now ready to be mounted in your frame using the 7/16” fasteners. 
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Thank you again for using Total Cost Involved products! 
 


